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Adapter USB-C™ auf USB-C™ und Klinke, 3,5 mm AUX Adapter USB-C™ to USB-C™ and Jack, 3.5 mm AUX
- Der Adapter erweitert den USB-C™-Anschluss eines Smartgerätes 

um einen AUX-Anschluss, um gleichzeitig über USB zu laden und 
über AUX Audiosignale auszugeben

- Audio-Kabel mit 3,5-mm-Klinkenstecker mit USB-C™-Geräten zu 
verbinden

- Perfekt für Geräte ohne eigenen AUX-Port
- Hochwertige, robuste Metallstecker mit Knickschutz
- Der geflochtene, strapazierfähige Textilmantel des Kopfhörer-

Adapters hat eine angenehme Haptik
Anschlüsse:  USB-C™-Stecker,
   USB-C™-Buchse,
   Klinke 3,5 mm Buchse (3-Pin, stereo)
Knickschutz:  beidseitig
max. Strombelastbarkeit: 3 A
max. Leistung:  60,0 W
Kabellänge:  0,15 m
Kabeltyp:  Textilkabel
Kabelmantel, Material: Textilgewebe
max. Übertragungsrate: 0,48 Gbit/s
Farbe:   schwarz, grau

- The adapter expands the USB-C™ connection of a smart device 
with an AUX connection in order to simultaneously charge via 
USB and transfer audio signals via AUX

- audio cables with 3.5 mm jack plugs to USB-C™ devices
- Perfect for devices without their own AUX port
- High-quality, robust metal plugs with bend protection
- The braided, durable textile jacket of the headphone adapter has 

a pleasant feel

Connections:  USB-C™ connector,
   USB-C™-socket,
   Jack 3.5 mm socket (3-pin, stereo)
Kink protection:  both sides
max current capacity: 3 A
max. performance: 60,0 W
Cable length:  0,15 m
Cable type:  Textile cable
Material cable sheath: Textile fabric
max. transmission rate: 0.48 Gbit/s
Color:   black, grey

PIN-Zuordnung | PIN assignment

 R ---------- 2

 VDD ----------------- VDD  

 VBUS ----------------- VBUS 

A              B            C

 L ---------- 1 

 G ---------- 3

 M ---------- 4

（type CM） （DC3.5STF） （type CF）

  CC ----------------- CC   

 GND ----------------- GND  

15/0.08Enameled copper
ID:0.43mm±0.03mm*4C

Black TPE OD2.65±0.15
Grey+dark grey cotton braid

CABLE1

43/0.08Enameled copper
ID：0.65mm±0.03mm*2C

15/0.08Enameled copper
ID:0.43mm±0.03mm*2C

Black TPE OD2.5±0.2
Grey+dark grey cotton braid
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